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START UP BY INSERTION OF MEDIUM 



S14^ 



EMIT LD A POSITION EXCEPT DATA 
AREA AND MEASURE OUTPUT OF APC 
DETECTOR vs DAC 



S16^ 



SET DAC VALUE OF READ (OR ERASE, 
WRITE) 



v READ ERROR REGISTER AND APC- 
CONTROL BY INCREASE AND 
DECREASE OF VALUE ACCORDING TO 
OUTPUT OF APC DETECTOR 
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c EMISSION ADJUSTMENT IN A STATE 
THAT HFM IS OFF WHEN SHIPPING AND 
TESTING 



SAVE OUTPUT OF APC DETECTOR AND 
INCLINATION OF PrDAC TO FLASH ROM 
AS A REFERENCE VALUE 
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FIG. 9 




PrDAC OUTPUT 



FIG. 10 



EMISSION ADJUSTMENT IN A STATE 
THAT HFM IS ON WHEN SHIPPING AND 
TESTING 



SAVE OUTPUT OF APC DETECTOR AND 
INCLINATION OF PrDAC TO FLASH ROM 
AS A REFERENCE VALUE 
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G. 11 

INSERT MEDIUM AND START UP 

2\| — CALCULATE INCLINATION BY USING 
^ DAC VALUE AT APC OPERATION START 
TIME WHEN NORMAL OPERATION 
(E/W/R) AND LATEST THRESHOLD 
VALUE AT LATEST EMISSION 
ADJUSTMENT 




MAKE STOP STATUS, AND 
RESTORE BY LASER ON 
AGAIN OR RE-LOAD OF 
MEDIUM 



NORMAL OPERATION 



